
Tectron-L

Temperature sensor probe Pt 100.
Maximum volume to maintain the maximum
temperature: 20 litres. Heating element
made of INCOLOY stainless steel that is
resistant to high temperatures and
corrosion.
Adjustable pump rate for internal and
external circulation. To maintain ambient
conditions a cooling coil with the use of tap
water is fitted.
An adjustable safety thermostat with manual
reset cuts off power to the heater in the case
of over temperature or low liquid levels.
( D I N 12879. Class 2).
A plug at the back allows for the connection
of the “Electemp” controller, see page 66

External case made of metal with an epoxy
corrosive resistant coating, all parts in
contact with liquid are made of AISI 304
stainless steel.  Fixed to the tank by a clamp
nut at the back or extension bridge that can
be added as an accessory.  Minimum tank
depth required 20 c m .

Control  Panel
Mains switch with “ON” indicator lamp.  An
indicator lamp shows when the circulation
and heater are on.
If the safety cut off fails due to over
temperature or low liquid level an indicator
lamp comes on.

Baths
Refrigerated Re-Circulation Thermostat

Baths
High Temperature Immersion Thermostat 

Frigiterm -10 and Frigiterm -30

Maximum working volume to maintain maximum temperature: 
8 litres.
AISI 304 stainless steel top and lid with an inner tank of AISI 310
stainless steel.
Complete with a pump for internal and external liquid circulation with
push on tube connectors for inlet and outlet. A drain tap is placed at
the side of the unit. A cooling coil to maintain ambient temperatures
using tap water is also provided. A hermetically sealed CFC free
compressor with a ventilated evaporator is mounted on anti-vibration
mounts. A RS232 interface for connection to a printer or computer
control comes as standard.

Adjustable temperature from -10°C to 100°C, stability 0°C to 100°C, +/-0.05°C -10°C,+/- 0.1°C
Adjustable temperature from -30°C to 100°C, stability 0°C to 100°C, +/-0.05°C -30°C,+/- 0.2°C
Set error, +/-1°C, resolution, 0.1°C. Conforms to DIN 12879, Class 2 Safety Standard

Part No. Capacity  T emp Range H x W x D (cms) H x W x D (cms) Pump  Power Comp Weight
Litres °C (internal dims) (external dims) Pressure / Flow H 2O W H/P Kgs

C/IT/010006 Frigiterm-10  8 -10 to +100°C 12 x 20 x 14 26 x 66 x 44 150 mbar  12 l/min. 1150 1/8 28
C/IT/010007 Frigiterm-30  8 -30 to +100°C 12 x 20 x 14 26 x 66 x 44 150 mbar  12 l/min. 1460 3/8 30

Temperature from Ambient +5°C to 300°C
Heating and circulation unit controlled by the ‘Electemp’
Conforms to DIN 12879, Class 2 safety standard

Part No. Temp Range Stability Max / Min (cm) H x W x D Pump Power Weight
100/200/300°C (immersion) (external dims) Pressure / Flow H 2O W Kgs

C/IT/010008 Ambient +/-0.1/+/-0.2/+/-0.5 19     12 33 x 16 x 19 150 mbar   12 l/min 3060 4.2
+5 to 300°C
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