
Microscopes 
Digital and V ideo Cameras

Globecam D - Digital Eyepiece Camera
- Eyepiece camera can easily be inserted into the eyepiece tube of the microscope.
- The parfocal digital micro-image displays immediately on your Computer.
- An image is parfocal when the image in the oculars and the image produced by the camera are in focus at the same time.
- CMOS: 1/3inch
- 640 x 480
- Suitable for biological microscope and stereomicroscope (incl. adapter for stereo microscope)
- NTSC and PAL available
- Digital USB for PC

C/M/010500 Globecam D (digital) Eyepiece Camera for Microscopes

Video Cameras
Globecam V – Video Eyepiece Camera
- This eyepiece camera can easily be inserted into the eyepiece tube of the microscope. 
- The parfocal video micro-image displays immediately on your TV set.
- An image in the oculars and the image produced by the camera are in focus at the same time. 

A d v a n t a g e s
- Easy to work with 
- You do not need a trinocular head (cheaper). 
- Parfocal image 
- Easy to install 
- Clear image reproduction

S p e c i f i c a t i o n s
- CMOS 1/3inch 
- 640 x 480 
- Suitable for biological and stereo microscopes (incl. adapter for stereo microscope) 
- NTSC and PA L available 

C/M/010501 - Globecam V (video) Eyepiece Camera for Microscope

Digital Cameras
Canon EOS 350D Digital Camera
The EOS 350D Digital employs Canon's acclaimed CMOS technology, for
outstanding image quality and 8.0 Megapixel resolutions. Always be primed
for the next shot with responsive 3 frames per second, 14 frames burst
performance and instant 0.2 second starts up time.

Features
- 8.0 MP
- 3 fps with up to 14 image burst
- E-TTL II flash system
- DIGIC II
- 7-point AF
- DPP RAW image processing software
- Separate RAW/JPEG image recording
- USB 2.0 Hi-speed/Video Out
- Compatible with EF/EF-S lenses/EX Speedlite flashes
- PictBridge compatible

Focus
7 auto focus points are distributed across the frame for fast, accurate
focusing, even with off-centre subjects. Lock focus before the shot with One
Shot AF, or switch to AI Servo AF for predictive tracking of moving subjects -
great for wildlife and sports photography.

Lenses
The EOS 350D Digital is compatible with more than 60 Canon EF lenses,
including Canon's EF-S lenses. Built with the EOS 350D Digital photographer
in mind, the EF-S 10-22mm f/3.5-4.5 USM and EF-S 17- 85mm f/4-5.6 IS
USM cover an exciting range of popular focal lengths, while the EF-S 60mm
f/2.8mm Macro USM lens lends a new dimension to the world of insects and
plants.

Connectivity
A USB 2.0 Hi-Speed interface ensures rapid
image uploads and fast direct printing. Once
connected direct to any PictBridge
compatible printer, simply hit the 'Direct Print'
button for an instant print of the displayed
image; automatically sized and correctly
aligned. The EOS 350D Digital takes both CF
and CF-II cards, including cards of over 2GB
capacity.

C/M/010502 - Canon EOS 350D Digital
Camera with 8 Megapixel resolution.
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Centon K-200
-  Manual Exposure
-  Centre Weighted TTL Metering
-  Remote Release Socket
-  Self Timer
-  Pentax K Lens Mount (Please note: Body Only – Lens not included)

Features
-  Film Type: 35mm
-  Auto Focus: No
-  Interchangeable Lens Facility: Yes
-  Lens Fitting: Pentax K
-  Exposure: Manual
-  Metering: Centre Weighted
-  Self Timer: Yes

Note : Please remember to order the SLR camera adapter corresponding to the microscope.

C/M/010503 Centon K-200 35mm SLR Camera with manual film transport.
C/M/010530 T2 adapter ring for Centon K-200.
C/M/010531 Cable release to avoid vibrations while exposing the film.

A fully automatic Single Lens Reflex Camera (35mm) with Motor Drive
Nikon FE – 10

NIKON FE-10 featuring automatic exposure control and different light measuring system (matrix, centre, spot), build-in motor
drive (single frame, continuous low or-high), slow shutter speed alert, camera shake warning.

Main Features
-  Camera Type: Electronically controlled 35mm SLR Auto-exposure camera. 
-  Shutter: From 1/2000 to 8 sec., set automatically in Auto-exposure mode. From 1/2000 to 1 sec. set manually at dented   

indications in manual mode. 
-  Exposure: Automatic exposure modus with AE lock and manual exposure control. 
-  Metering: TTL centre-weighted average metering. 
-  Viewfinder: Eye – level fixed penta-prism dioptre standard-1, field of view:93% with 50mm lens focused at infinity; -        

magnification: 0.84x with 50mm lens focused at infinity. 
-  Battery: CR-1/3N lithium battery (3V), two 1.5 Alkaline – manganese LR44 or two 1.5V silver – oxide SR (G13). 
-  Dimensions: 139 x 86 x 53 mm Weight: 200g (without battery)

Note : Please remember to order the SLR camera adapter corresponding to the microscope.

C/M/010504 NIKON FE-10, a fully automatic Single Lens Reflex camera (35mm) with motor drive.
C/M/010540 T2 adapter ring for NIKON FE-10
C/M/010541 NIKON DR-4 angular finder and adapter to fit NIKON FE-10 this item allows you to look directly onto the film 

plane without standing up.
C/M/010542 Cable release to avoid vibrations while exposing the film.

Microscopes - SLR Cameras
Automatic Single Lens Reflex camera (35mm) with manual
film transport
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