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Ovens and Incubators
A c c e s s o r i e s

C / O / 0 1 0 1 0 0 - Safety Thermostat which
disconnects the heating in the case of the
o v e n ’s own thermostat failing. Manual reset.
(conforms to DIN 12.880 Clase 2). Suitable
for Conterm, Digitheat and Digitronic.

C / O / 0 1 0 1 0 1 - Timer switch from 0-120
minutes. Suitable for Conterm.
C / O / 0 1 0 1 0 2 - Timer switch from 0 to 12
hours. Suitable for Conterm and Incubat.

C / O / 0 1 0 1 0 4 - Safety Thermostat which
disconnects the heating in the case of the
incubator’s own thermostat failing. Manual
reset. (conforms to DIN 12.880 Class 3.1).
Suitable for Incubat and Incudigit.

C / O / 0 1 0 1 0 3 - 24 hour Programmer with
continuous cycling up to every 15 minutes.
Suitable for Conterm and Incubat.

C / O / 0 1 0 1 0 5 - Graphic register for
temperature with continuous paper roll.
Suitable for Digitheat, Digitronic and Incudigit.

C / O / 0 1 0 1 0 6 - Digital printer of time and
temperature with numerical print on
continuous paper with print intervals for 1
minute to 99 hours. Suitable for Digitheat,
Digitronic and Incudigit.

C / O / 0 1 0 1 0 7 - Programmable Digital
Microprocessor. 8 programs of 16 steps.
Programmable from 1 minute to 99 hours 59
minutes. Programs can be repeated up to
999 times. Programs can also be linked up
to 4 times. RS-232 printer output.
Suitable for Digitronic.

Accessories for Ovens and Incubators

Note : All of the above are factory fitted and must be specified at the time of ordering.
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