
Ovens and Incubators
Forma Water Jacketed CO2 and CO2 / O2 Incubators

Product Features
• Heated, dual pane, inner door to

minimise condensation (US Patent
number 5,792,427)

• Unique Rapid Response Class 100
HEPA Filtration System

• Polished stainless steel interior and
100% coved corners

• Microbiological filters on all gas inlets
and sample port

• Triple-wall construction for
unmatched temperature uniformity
and stability

• Enviro-Scan® Microprocessor
Control/Monitoring System with
automatic start-up

• Removable, feather-edged inner
door gasket

Forma Water Jacketed Incubators provide precise control and
convenient operation and continue to meet the critical demands of
your microbiological and cell culture research.

• Ultra-flat, 2B finished stainless steel
shelves that are perforated for
uniform air movement

• Through-wall port to allow access to
the chamber

• 6.5 cu ft interior volume for more
usable culture space; can
accommodate 17 adjustable shelves

• Filtered air exchange condensation
control system that allows high
humidity conditions while minimising
condensation during fluctuating
ambient conditions

• cULus Listed and CE Marked 

Forma CO2 and CO2 / O2 incubators set
the standard for reliability in the
laboratory. Considered the "flagship"of
the industry, these incubators are
available in different configurations to
meet your individual laboratory space
requirements. Units can be stacked
and reverse door swing allows side-by-
side arrangement.

Removable, cleanable inner
door gasket

CO2/O2 sensors inside

chamber

Accessory outlet

Alarm contacts

Dual temperature probes

Blower wheel

HEPA filter

Triple-wall construction

Water jacket

Fiberglass insulation

Removable gasket

Stainless steel 

humidity pan

Water jacket drain

Adjustable feet

Enviro-Scan microprocessor 

message centre

Recessed power switch

Sample port

Front fill port

Front fascia

Chamber through-wall access port

Non-CFC foam insulated, 

reversible outer door

Stainless steel 2B finish shelves

Polished stainless steel interior 

with 100% coved corners

Magnetic outer door gasket

Heated inner door with 

sealed door trim

Not shown: Inner door switch

and optional lock for inner door

Unique HEPA Filter Airflow System

Forma Series II Water Jacketed CO2 incubators are the only incubators on the
market with the unique patented HEPA Filtration System fitted as standard. This
system filters the air in the chamber to Rapid Response Class 100 standard within
5 minutes of closing the door.

Independent White Paper:

• Importance of Class 100 Air in a CO2 Incubator.. Visit www.thermo.com to download a copy.

HEPA2™ VOC Filtration System

Optional HEPA
2

VOC Filtration System helps improve the viability and growth of
sensitive cell lines or cell types by reducing the levels of airborne particulates,
biological contaminants and potentially toxic environmental chemicals (VOCs).

100% HEPA Filter
Airflow System,
designed to
continuously HEPA
filter the entire chamber
volume every minute -
US Patent number
5,792,427

HEPA Filter

Granular molecular
sieve media capture
volatile organic
chemicals (vapours)

Two layer external
screen keeps filtration
media in placeHEPA filter, rated a minimum

99.97% efficient at 0.3 microns,
captures airborne particulates
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