
Stirrers - Magnetic Stirrer Hotplate
Micromagmix

* Adjustable speed from 50 to 1250 rpm microprocessor controlled with feedback 
loop

* Soft start 
* Temperature adjustable from 20º to 200ºC. Microprocessor controlled by means of 

an integrated PT100 sensor.
* 400º C maximum temperature
* 500W heating plate
* Fuzzy logic control temperature to be used with the external PT100 sensor. 

Prevents temperature overshoot.
* Back lit LCD to show actual and selected speed and temperature. Acoustic 

signal.
* Over Temperature Indicator and thermostat.
Dimensions 22 x 17 x 10cm
Plate diameter 150mm
Weight 2.3 Kg
Capacity 5 litre

C/S/010014 Micromagmix magnetic stirrer hotplate
C/S/010015 Micromagmix magnetic stirrer hotplate with support rod, 

supporting clamp and external PT100 sensor. 
Accessories
C/S/010121 External Pt100 sensor
C/S/010122 Kjeldahl adaptor 500ml
C/S/010123 Kjeldahl adaptor 250ml
C/S/010124 Support rod
C/S/010117 Pt 100 Contact thermometer

* Microprocessor controlled stirring speed
* Adjustable stirring speed from 300 to 1500 rpm in 10 stages
* Microprocessor controlled temperature
* Temperature set at the following levels: "off", 37º, 50º, 75º, 100º, 150º, 200º, 250º, 

300º and "max"
* 500W heating plate
* External port for contact thermometer or digital temperature control
* LED´s display showing the selected speed and temperature
* Optional support rod 
Dimensions 22 x 17 x 10cm
Plate diameter 150mm
Weight 2.3 Kg
Capacity 5 litre

C/S/010016 Basicmagmix magnetic stirrer hotplate

Accessories
C/S/010114 Kjeldahl adaptor 500ml
C/S/010115 Kjeldahl adaptor 250ml
C/S/010116 Support rod
C/S/010117 Pt 100 Contact thermometer

Basimagmix

4 0 4 Online: www.cometascientific.com

Stirrers Pages 403 - 411.qxp  1/7/06  15:22  Page 2


